
Level transmitter LT30FA
Submersible low cost transmitter for level measurement in liquids

Level transmitter with submersible probe in stainless steel for level measurement  in vessels 
where pressure connection in the bottom of the vessel is not possible or desirable. For exampel 
pump pits, reservoirs or plastic tanks.

Analogue electronics.

Accuracy  0,35 % (option 0,1%).

Small diameter, only 20 mm, to fit in narrow
applications

Fixed measurment ranges.

Withstands media temperatures up to 80 °C
continuously.

Intrinsic safe. EExia IIB T4 according to ATEX (by 
NEMKO).

Stainless steel IP68 measurment probe with a 316L 
stainless steel diaphragm

Completely casted electronics for highest possible 
reliability.

Well tested and approved for CE (EMC and PED).

LT30FA



Ordering example
Intrinsic safe level transmitter with submersible measuring probe, 15 m cable and  range 0-10 mH2O will have the
order code:  LT30FAE-3030

Description
LT30FA is a level transmitter for
applications where pressure
connection in the bottom of the
vessel is not possible or
desirable, for exampel pump pits.
LT30FA consists of a
measurement probe with the
diameter 20 mm. The probe has a
316L stainless steel measuring
diaphragm for highest corrosion
resistance. The probe are
suspended in its connection
cable. Standard lenght for the
probe cable is for range 1 and 2
10 m; range 3 15 m; range 4 25
m; range 5 40 m and for range 6
75 m. The cable is reinforced with
a Kevlar cord and can be
delivered in lenght up to 1000 m.
For extremely corrosive media
the cable can be delivered with
teflon coting, max lenght 25 m.
Connection of the probe cable
can be done in optional
connection box. A specially
designed connection box,
BOX100, can be delivered as an
accessorie. This box is equipped
with an appropriate connection for
the probe cables atmoshperic
vent tube.
Its also possible to equip this box
with a local display.

noitpircseD xiffuS 1erugiF 2erugiF 3erugiF 4erugiF

scinortcelE eugolanadexiF AF

aixEEefascisnirtnI EAF

mgarhpaiD L613leetssselniatS 3

noitcennoC eborpelbisrembuS 0

.xam-.nimnapS )C°4(O2Hm5,3 1

)C°4(O2Hm5 2

)C°4(O2Hm01 3

)C°4(O2Hm02 4

)C°4(O2Hm53 5

)C°4(O2Hm07 6

ngiseD erusserpcirehpsomtA 0

liognilliF lionociliS enoN

Types and order codes:
The transmitters order codes for different configurations can be found from the table below.

  LT30x x x   -   x  x  x  x

Function
LT30FA has a piezoresistive
sensor connected to the media
by means of a diaphragm. The
media pressure acts on the
diaphragm and is tranfered to the
sensor through a pressure
intermediate oil. Since this oil
completely fills the volume
between the diaphragm and the
sensor the diaphragm movement
is very small when the pressure
changes. To obtain atmospheric
pressure on the back side of the
sensor (for reference pressure) it
is connected to the surrounding
through a capillary tube inside the
probe cable.
LT30FA have analogue
electronics, which communicate
with the outside world with 4 to
20 mA. The electronics measure
and converts the output signal
from the pressure dependent
sensor bridge to a 4-20 mA
output signal.

Approvals
LT30FA is CE approved according
to the EU directives for pressure
equipment, PED, and EMC.
LT30FAE is intrinsicaly safe
approved, Ex ia IIB T4, by
NEMKO (according to the EU
directive ATEX) (Pending).

To consider
Dont expose the diaphragm to
unnecessary damage .
Dont descend the probe so that it
stands on the bottom of the
vessel.
Highest media temperature is
+80ºC.
Make sure that the vent tube is
connected to the surrounding
atmosphere without the risk for
plugging. Make sure that the
Fluid filter always is mounted.
If the media are turbulent or
flowing fasten the probe
appropriately.

BOX100 can also, as an option,
be delivered with a good lightning
protection.



Display
The box can also be equipped with a
local display. The display can show
the the signal in optional engineering
units, for example mWc or
mH2O.Unit and limits is made to
order.
The display is connected in series
with the signal/supply cable and is
feed by the current loop.

Connection box
A specially designed connection
box, BOX100 (see separate
datasheet), can be delivered as an
accessorie. The box is equipped with
cable glands and terminals for
connection of the probe cable and
the signal/supply cable.
The box can also be equipped with
a good lightning protection.
The box is equipped with an
appropriate connection for the probe
cables atmoshperic vent tube. This
connection does not affect the
tightness of the box. Protection
class IP67. The vent connection is
design so that high pressure water
from for example cleaners not can
enter the vent or the box.

Connection and size
Probe size:
Diameter 20 mm
Lenght 127 mm
Thread inside the front: M18x1

The probe is delivered with a
diaphragm protection as
standard.

Connection:
The probe cable consists of 2
wires, shield and a vent tube. The
wires is colour marked:

White Signal/supply +
Brown Signal/supply -

Shield Ground
Vent tube Atmosphere

On the Vent tube there is a Fluid
filter mounted to prevent moisture
to enter.

Signal/
Supply

Probecabel

BOX100 (accessorie)

Cable:
Lenght (standard)
for range 1, 2 10 m
range 3 15
range 4 25 m
range 5 40 m
range 6 75 m
(option up to 1000 m)
Diameter 6 mm
Area 0,5 mm2
Vent tube (diam.) 2,3 mm

Kevlar reinforced

Probe

Probecable
Diaphragm inside
10 mm from front

Inside thread
M18x1

Drawing in real size



Technical specification LT30FA:

LT30FA_EN_1101
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*1 Option accuracy 0,1% (for 3,5 mH2O range 0,2%)
*2 Span and zero temperature dependance for 3,5 mH2O range max +/-0,06 per degree C.
*3 Pending
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